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Light-DEC V1.0 

22:30:00 A 300 

---Main Menu---- 

Language 

Language 

>English< 

Button 

LEFT 

Button 

UP 

Button 

DOWN 

Button 

RIGHT 

Identification of keys 

below the display of 

the basic-module. 

For main menu, 

press the button 

RIGHT for more than 

three seconds. 

The entry is 

depending on 

the selected 

language. 

Language 

>Deutsch< 

Select with the 

buttons UP or 

DOWN. 

Waiting for 

Ext. Button: x 

Waiting for 

DCC-Address: x 

By start via external 

button or switch.

By start via DCC-

address.

By start via 

instant active. 

Button / Switch 

x = >Button< 

Button / Switch 

x = >Switch< 

---Main Menu---- 

Buttons/Switches 

Button/Switch 

>x< = Button 

Operation display. 

Menu selection 

with buttons UP 

or DOWN. 
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Start time 

}hh { :  mm 

Start time 

hh  : }mm { 

Start property 

> Always active < 

Start property 

>DCC-Address< 

Start property 

>Button/Switch< 

Start property 

DCC-Address:---- 

Start property 

Ext. Button: - 

Currently stored external 

Button/Switch is displayed. 

The new external 

Button/Switch will be 

displayed after pressing. 

Currently stored DCC-

Address is displayed. 

New DCC-Address will be 

displayed after receiving. 

---Main Menu---- 

Start options 

Values in curly braces can be 

edited step by step with the 

buttons UP and DOWN. If one 

of the two buttons is held for 

longer than 2 seconds, the 

values will automatically 

continue until the button is 

released. 

---Main Menu---- 

Light-Modules 

Module position 

No.: >x< = LxM 

Module position 

No.: x = >LxM < 

Select: 

LPM for Light-Power-Module 

LDM for Light-Display-Module 

---Main Menu---- 

Lightsource test 

Lightsource test 

Light-Module: >x< 

Module: X  =  LxM  

Output : >x< 

Values between a 

larger and smaller 

sign can be edited 

step by step with 

the buttons UP and 

DOWN. 
---Main Menu---- 

Command station 

Command station 

>All other< 

Command station 

>Roco< 

Selection of the 

connected 

Command stations 

for a correct 

indication of the 

DCC-address. 
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---Main Menu---- 

Day phases 

 

 

 

 

 

 

---Main Menu---- 

Light options 

Day phases 

>Daybreak< 

Daybreak 

}hh { :  mm  F: xxx 

Daybreak 

hh  : }mm {  F: xxx 

Daybreak 

hh  :  mm  F: }xxx { 

Day phases 

>Day< 

Day 

}hh { :  mm  F: xxx 

Day 

hh  : }mm {  F: xxx 

Day phases 

>Dusk< 

Dusk 

}hh{ :  mm  F: xxx 

Dusk 

hh  : }mm {  F: xxx 

Day phases 

>Night< 

Night 

}hh { :  mm  F: xxx 

Night 

hh  : }mm {  F: xxx 

Day 

hh  :  mm  F: }xxx { 

Dusk 

hh  :  mm  F: }xxx { 

Night 

hh  :  mm  F: }xxx { 

Light options 

>Neon light< 

Switch time 

MIN: }x { ms 

Switch time 

MAX: }x { ms 

Light options 

>Flash light< 

Switch time 

}x { ms 

Variance 

}x { ms 

Light options 

>Run light< 

Speed 

}x { ms 

Light options 

>House light< 

Break time 

MIN: }x { sec 

Break time 

MAX: }x { sec 

Light options 

>Camera flash< 

Break time 

MIN: }x { sec 

Break time 

MAX: }x { sec 

Set the time factor 

for accelerating 

the model railway 

time. 
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---Main Menu---- 

Light options 

Light options 

>Traffic l. ped< 

Pedestrian RED 

}x { sec 

Pedestrian GREEN 

}x { sec 

Street GREEN 

}x { sec 

Light options 

>Traffic l. c< 

Pedestrian RED 

Main: }x { sec 

Pedestrian GREEN 

Main: }x { sec 

Pedestrian RED 

Sub: }x { sec 

Pedestrian GREEN 

Sub: }x { sec 

Light options 

>Construction< 

Flash time 

}x { ms 

Break time 

}x { ms 

Light options 

>Railway cross.< 

Switch time 

}x { ms 

Light overlap 

>OFF< 

Light options 

>Welding light< 

Welding time 

MIN: }x { sec 

Welding time 

MAX: }x { sec 

Break time 

MIN: }x { sec 

Break time 

MAX: }x { sec 

Light options 

>Fireworks< 

Break time 

MIN: }x { sec 

Break time 

MAX: }x { sec 

Light overlap 

>ON< 

GREEN flashing 

>OFF< 

GREEN flashing 

>ON< 

Light options 

>Traf. l. opt.< 

RED to GREEN 

>Via RED+YELLOW < 

RED to GREEN 

> Directly < 
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---Main Menu---- 

Output functions 

Module pos.:>x< 

LxM 

X=LxM-KL:01(-XX) 

Output function 

Output function 

Delete: >NO< 

Output function 

Delete: >YES< 

Night function 

>ON< 

Night function 

(YELLOW flashing) 

>ON< or >OFF< only by 

output function traffic 

light pedestrian and 

traffic light cross-road. 

X=LxM-KL: XX-XX 

**** FREE **** 

X=LxM-KL:XX-XX > 

>Select  

Light function < 

Property 

>Always active< 

Property 

>Button/Switch< 

Property 

DCC-Address:---- 

Property 

Ext. Button: - 

Property 

Switchgroup:>--< 

Property 

>DCC-Address< 

Property 

>Switchgroup< 

Night function 

>OFF< 

Night function 

>ON< 

Night function 

>OFF< 

Entry-jump if 

selected module 

output functions 

have been already 

adjusted. 
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---Main Menu---- 

Switching group 

---Main Menu---- 

Factory setting 

Switching group 

No. : >X< 

Switching group X 

Switch time : >X< 

ON: }hh { :  mm 

OFF:   hh   :  mm  xx 

ON:   hh  : }mm { 

OFF:  hh  :  mm  xx 

ON:    hh   :  mm 

OFF: }hh { :  mm  xx 

ON:    hh   :  mm 

OFF:   hh  : }mm { xx 

ON:    hh   :  mm 

OFF:   hh   :  mm >xx< 

XX =  **  time release 

XX =  ––  time locked 

XX =  ==  ON equals OFF 

Factory setting 

>NO< 

Factory setting 

>YES< 

Factory setting 

>Examples< 

Install 

Factory setting 

Factory setting with pre-

selected lighting effects 

(>Examples<) for the first 40 

outputs or deleting (>Blank<) 

all light effects. 


